ILLUSTRATIONS

Figure'

1.    PRECAST CONCRETE POLICE KIOSK MADE WITH

LIMESTONE AGGREGATE                       facing page      4

2.    CEMENT SILOS AT HOPE BUILT WITH LIMESTONE

AGGREGATE                                              facing page      5

3.    CORPORATION BUS STATION AT BLACKPOOL BUILT

WITH LIMESTONE AGGREGATE          facing page    22

4.    STRENGTH OF CONCRETE IN FLEXURE AND COM-

PRESSION.   RELATION BETWEEN AGGREGATES
AT DIFFERENT AGES                                       page    26

5.    SLURRY TANKS AND CHIMNEYS AT HOPE BUILT

WITH LIMESTONE AGGREGATE          facing page    32

6.    EFFECT OF TEMPERATURE ON STRENGTH OF MILD

STEEL                                                                  page     35

7.    CONCRETE PIT, NEW YORK, BUILT IN 1924 WITH

LIMESTONE FINE AND COARSE AGGREGATES

facing page    44

8.    O'SHAUGHNESSY    DAM    BUILT    IN    1925    NEAR

COLUMBUS, OHIO                                     facing page    45

9.    DAM AT NEW BRAUNFELS, TEXAS, BUILT IN 1922

WITH LIMESTONE COARSE AGGREGATE

facing page    45

10.   CAST STONE FINISHES.   MASONED CAST STONE

facing page     56

n.   CAST STONE FINISHES.   SURFACED CAST STONE

facing page     56